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The Stealth Plate Pro allows a wide range of pad movement, vertical, horizontal and 
right/left rotation.  Slacken the locking screw with the 2.5mm wrench through the ac-
cess hole provide in the centre of the pad.  It is only necessary to slightly slacken the 
screw enough to allow the pad to move.

You will find the pad will now rotate to increase cast at toe or drop vertically.  The 
pad can also be moved horizontally to the next vertical slot, illustrated by the red grid 
diagram.

You will be able to experiment with 
the range of movement that the grid 
system will allow once you slacken 
the Locking Screw. 

Simple rotation and drop adjustments 
can be made and then locked in place 
by tightening up the Locking Screw. 

To gain a better understanding of the 
possible movement, see the following 
sections.
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To move the pad to the next vertical slot, simply drop the pad all the way down so that 
the locator pin is now at the top of the vertical slot (1).  In this position the pad can 
be pushed over to the right, positioning the locator pin above the second slot (2).  The 
pad can now be lifted back up and will be offset ¼” (6mm) to the right (3).

There are two more vertical slots to allow more offset.  To access these slots, remove 
the pad by fully unscrewing the locking screw with the 2.5mm wrench.  You will see 
the locator pin fitted into the right hand hole at the bottom of the base plate.  You 
can move the locator pin to either the hole in the centre or the hole on the left of the 
base plate.  The centre hole give access to vertical slots 2 & 3 and the left hole posi-
tion gives access to vertical slots 3 & 4. Each slot moving the pad horizontally by ¼” 
(6mm).  Only the right hand slot, #1, allows the pad to align centrally with the stock. 

The locator pin is changed using a 2mm hex wrench.  Once you have the pad in the 
position you want, fully tighten the locking screw with the 2.5mm wrench.  This puts 
pressure on a spring and pulls the locating screw own, locking the pad in place. 

It is possible to manoeuvre the location screw into slot 3 or 4 when it is in the right 
hand position.  This does allow for more cast at toe and the pad can be moved up or 
down but it will not be possible to straighten the pad in this position.  Nevertheless, 
that can be useful sometimes.
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Access to the Stock Bolt

To gain access to your stock bolt, for removal of the stock from the action, you 
will firsty have to slacken the Locking Screw on the Stealth Plate Pro. Once full 
movement is possible, you can simply move and rotate the pad to then access 
the Stock Plate screws. 

Remove the Stock Plate screws and the complete Stealth Plate Pro unit will lift out 
of the stock, providing access to the stock bolt hole.
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